In this article, we will demonstrate a novel optical imaging device that can be directly integrated into a microfluidic network, and therefore enables on-chip imaging in a microfluidic system. This micro imaging device, termed optofluidic microscope (OFM) is potentially free of bulk optics and is based on a nanohole array defined in a nontransmissive metallic layer that is patterned onto the floor of the microfluidic channel. The operation of the optofluidic microscope will be explained in details and its performance is examined by using a popular animal model, Caenorhabditis elegans (C. elegans). Images from a large population of nematode worms are efficiently acquired within a short time frame. The quality of the OFM images of C. elegans and the morphological characteristics revealed therein are evaluated. Two groups of early-stage C elegans larvae, wild-type and dpy-24 are successfully separated even though their morphological difference at the larval stage is subtle. The experimental results support our claim that the methodology described therein can be effectively used to develop a powerful tool for fulfilling high-resolution, highthroughput imaging task in microfluidics-based systems.
INTRODUCTION
Recently, there has been a rapid development in lab-on-a-chip devices that show improved performance by making use of numerous advantages of optical light. These advantages include the non-destructive nature of optical probing, the ease by which light field may be reconfigured, and the ability of light to 'walk through' transparent materials to manipulate objects. It is, therefore, not surprising that a lot of efforts have been recently directed towards the incorporation of optical tools into micro total analysis systems. Optical manipulation tools of this category include microfluidic sorter operated by optical force switching [1] , optical tweezers in microfluidics [2] , and all-optical microfluidic particle-sorter [3] . At the same time, various miniaturized optical probing and analyzing implementations have been realized with improved accuracy and reduced economical cost. These include micro fluorescence activated cell sorter [4] , back scattering interferometry in rectangular channels [5] , and numerous microscopy or fluorescence imaging tools applied to virus [6] , DNA molecules [7, 8] , single cells [9] and micro-organisms [10] .
Although the microfluidic portion of these setups mentioned above is compact and cost effective, the optical components tend to be fairly complicated and occupy large space. There are numerous efforts presently underway to implement systems that seek to incorporate compact optical systems into microfluidics [11] [12] [13] [14] . However, one particular on-chip instrumentation need has not been satisfactorily addressed, that is, on-chip optical imaging. High resolution imaging requirement in existing microfluidic systems is usually fulfilled by using bulky conventional microscopes, thus inevitably obviating the cost and size advantages of micro analysis systems. In this paper, we present a novel imaging technique, termed Optofluidic Microscopy (OFM), which enables high-resolution and high-throughput on-chip imaging. This is, to our knowledge, the first successful development of an on-chip imaging infrastructure that will have profound use in biological and clinical research. 
METHODS
The OFM device consists of a microfluidic chip that has a clear transmission ceiling and an optically absorptive floor made of metallic material ( Fig. 1(a) ). A slanted line of transmission holes are etched into the opaque metallic floor that is made of either aluminum or gold. In this prototype, the holes' diameter is about 600nm, and the optical absorptive layer is about 80 nm thick. Fabrication and alignment are detailed in Supplementary Materials. The device can then be mounted on top of a one dimensional CCD or photodiode array. For clarity, we shall define a coordinate system in relation to the O FM device. We set the x-axis to be along the flow direction and the y-axis to be normal to it (depicted in inset of Fig. 1(a) ). Z-direction is normal to the device's plane. If we choose the inter-hole separation along the x-direction to be equal to the CCD's pixel size, the transmission through each hole will map to individual pixel and thus will not interfere with each other. The determination of an object's shape and profile is accomplished by driving the object across the line of holes by any existing microfluidic delivery means. Notice that the system's pixel size along the y-axis is set by the separation between the holes along y-axis; and that along the x-axis is equal to the ratio of the fluid flow speed and the pixel acquisition rate. The system resolution is by no means limited by the size of the pixels on the CCD array. The staggered-hole-array approach enables us to achieve high resolution (~ 600 nm) with commercial CCD linear arrays where the pixel size is typically 10µm. Fabrication of the OFM prototype directly onto a sensor array is technically straightforward [10, 15] . Therefore we concentrate on demonstrating the proof of concept and characterizing the performance of the optical system here. In our present demonstration, a conventional microscope is used in our experiments (Fig. 1 (c) ). Transmission curves of individual holes are projected onto a CCD array (Princeton Instruments Spec-10 100) with the use of an Olympus IX51. The role of the microscope is simply to map each hole's transmission uniquely onto individual pixels on the CCD array.
The OFM device can be readily miniaturized, and is capable of acquiring high-resolution images of biological samples that are flowing in microfluidic channels. High-throughput imaging of individual biological samples can be efficiently acquired with a linear CCD array; the OFM images may then be used to perform phenotype sorting. Caenorhabditis elegans (C. elegans) is chosen as our first test organism to verify our system's capability to perform high-speed imaging and accurate evaluation of samples' morphological features.
Experimental Results
To demonstrate OFM's ability to perform imaging and phenotype characterization, we decided to focus on one particular application -to perform phenotype identification of a popular animal model -C elegans. C. elegans is a widely-used molecular genetic model for animal development, behavior and physiology. The molecular genetics has advanced to the point that genome-wide screens using libraries of RNAi have become standard; the determination of phenotypes is now the limiting step in genetic analyses. Furthermore, C. elegans are used for drug screening [16] , but the phenotype determination involved is yet to be satisfactory. In many cases, body size and body shape are two major phenotypes. For example, abnormal TGF-beta signaling pathway affects body size [17] . However, in current C. elegans research, the parameters are usually qualitatively described by adjectives such as 'dumpy', 'small', 'slow', etc. This attributes to the fact that the difference between phenotypes often remains subtle to human observers. For all these reasons, automated and low cost phenotyping is crucial.
We used two different genotypes of nematodes at their first larval stage. At such an early stage, the geometrical difference among genotypes remains subtle to human eye observations. However, we will show later that highsensitivity OFM device is still able to separate them. We prepared the samples by first killing them in a 70C heat bath for 3 minutes. At the end of the process, the worms tend to be relaxed and straightened out. We then mix the worm with a 1% solution of Bovine Serum Albumin (BSA). The BSA solution helps the worms to more easily move in the micro channel. C elegans are transported through the channel by gravitational force, i.e. the microchip is vertically mounted. As each worm passes with a constant speed through the region that contains the slanted nanohole array, each individual hole will take a fine line scan over the sample in x direction. The time shift of the signals between adjacent holes will be a generic constant ( ) and thus can be easily corrected. Therefore we end up with a sequence of transmission time traces through individual nanoholes. To obtain the time-shift constant , an isolated hole of the same size is drilled at either end of the nanohole array; the hole along the nanohole array that matches the isolated hole's y-axis displacement is then located (Fig. 1(b) ). The time shift
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(1) where fr is the difference of frame index between these two correspondent holes when the object flows across them, respectively; x is inter-hole separation projected in x direction; t is camera's acquisition time (typically 2.5msec) and L is the separation of those two correspondent holes. The pixel size in x direction ( x) is determined as
The transmission time changes from two representative nanoholes are presented in Fig.1 (d) . The profiles of the signals from two corresponding holes mentioned in the last paragraph are highly similar. It implies that this particular worm passed through the nanohole array without significant rotation. The rotated /tumbled samples are readily screened out by looking for the disparity between the two transmission signal traces.
C. elegans is one of the most studied model animals in biology due to its genetic tractability, completely sequenced genome, simple anatomy and body transparency. Studying varied nematode phenotypes has helped scientists to gain better understanding of signal transmission pathway in neurobiology, aging, mating and some other physiological behaviors. The difference between genotypes often remains subtle to human observers and there is a lack of smart imaging systems that can acquire quantitative data detailing their behavior or morphology in a labor saving manner. The optofluidic microscope uses the state of the art microfluidic technology to swiftly deliver biological organisms through the detection region (a chamber or a portion of fluidic channel) and image them, thus saving scientists a decent amount of time from having to measure one worm after another. For example, we have succeeded in getting data from more than 30 wild-type C elegans larvae (L1) in around 1 minute. The extremely limited space occupied by fluidic channels (a few microns wide and tall) readily eliminates the potential troubles incurred by background interruption.
To demonstrate the capability of the OFM system in nematode phenotyping applications, we acquired OFM images from two separate populations of C. elegans: the wild-type, and a dpy-24 mutant which affects body morphology, i.e. the animals are expected to be slightly shorter and stouter than wildtype. The sample preparation procedure was identical. Manual measurements of body length and width were taken from the acquired images. The data Figure 2 (a)-(f) Some OFM images of wild-type C. elegans larvae at the first larval stage; (g) OFM image of a dpy-24 mutant; note that the white bar represents 25 m for Fig.(a-g) ; (h) Conventional microscope image of a wild-type larva (not in the same scale as Fig.(a-g) ); (i) Aspect ratio map of wild-type larvae (25 entities, black crosses); aspect ratio map of dpy-24 mutants (31 entities, grey crosses). The black srror bars and grey error bars represent the variance span (standard deviation) of the wild-type and the mutant, respectively. is plotted in an aspect-ratio map (Fig. 2(i) ). Average length of wild-type larva is (240.1 8.3) m and its average width is (10.8 0.3) m; this renders a body aspect-ratio of (22.19 0.88). On the other hand, the average length of dpy24 larva is (211.2 17.9) m and its average width is (10.7 0.7) m; this gives an aspect ratio of (19.84 1.35). The aspect-ratio map demonstrates a successful separation of these two phenotypes -specifically, we are able to distinguish two population sets of these two phenotypes from each other. Such image based analysis of phenotypes is similar to conventional microscopy based analysis. Our method is a significant improvement as it can be automated and the throughput is higher. This is the first time that high-resolution nematode imaging and high-throughput quantitative phenotyping are performed on a single microfluidic chip.
Some C. elegans flowed across the nanohole array in a 'nose-down' fashion, i.e. the front segments of the nematodes were in very close proximity to the nanohole array. The acquired images from these nematodes enable us to verify the achieved resolution of our OFM prototype. Fig. 3(a) shows one such image. By taking line scans across this image, we plotted the relationship of the location of the line scan and the sharpness of its body edge ( Fig. 3(b) ), where the sharpness is defined as the full width of the body edge that is presented in this image. The measurements from both ends of the worm body converge to (710 ± 50) nm. This measured resolution is very consistent with the predicted resolution of 600 nm as determined by the nanohole size.
Nanohole transmission
Besides the experimental verification of the operation of OFM device, some preliminary calculations have been done with the focus on finding out the correlation of nanohole's spot size, filed distribution and the detection unit's sensitivity. Sensitivity of OFM device depends critically on the total transmission through each hole. Assuming the metal layer is perfectly conductive, two different regimes of hole diameter (D) are examined. D>> , Large hole limit. In this regime, the diffraction of the hole matters little and the effective transmission area A T is simply equal to the physical cross section of the hole.
D<< , Small hole limit.
In this regime and assuming that the film is infinitesimally thin, it was shown that the effective transmission area is given is proportional to the sixth power of the pinhole diameter in the leading order [18, 19] . In a recent EM simulation work, De Abajo [16] observed that the transmission is further attenuated exponentially as a function of the thickness of the ideal metal. Combining these two effects, we postulate that the effective transmission area can be expressed as: This formulation agrees fairly well with the simulation data that De Abajo [16] reported. In the study of the OFM's ultimate resolution, the detection system's signal to noise ratio needs being studied in more details. We adopt the standard photon counting model and assume that SNR =1 sets the lowest bound of the detectable signal that returns from the target. The total transmission photon count for a pixel dwell time (also equivalent to the inverse of frame rate) is given by, The dominating noise source includes the photon counting noise (shot noise) and the receiver noise (n r ). Thus the sensitivity (SNR, or signal to noise ratio) can be expressed as:
Therefore, biological imaging with a micron level resolution and 30dB sensitivity can be readily performed with the use of natural light illuminations. In principal, sub-wavelength resolution can be achieved in an OFM device by simply spacing the adjacent holes in the ydirection that matches up with the desired resolution limit. As the holes are well separated in x-direction, their transmission contributions will be distinguishable from each other on a CCD camera. The state of the art nanofabrication technology enables the creation of etching patterns with resolution of 10's of nanometer. Therefore, the existing fabrication technique will not stop us from creating OFM devices with resolution of sub-100 nanometers. Our preliminary estimates based on Equations (3)- (5) shown in graphical forms in Fig. 4 predict that with 600 nm laser illumination, achieving 40dB signal sensitivity for OFM with resolution of 100 nm is highly possible. This achievable resolution will break the diffraction limit and thus add more fine information into the produced images that can not be achieved by using conventional microscope.
CONCLUSION AND FUTURE WORK
We have presented what to our knowledge is the first effort at integrating a microscope into a single biochip. We have demonstrated that OFM holds much promise of being a reliable and efficient on-chip microscopy tool with high resolution. The nano-aperture array in OFM functions as an array of optical probes, which is a novel configuration different from other existing microscopy techniques. Transmission sensitivity curves for varying hole sizes at two illumination intensity (10MW/cm 2 : biological laser illumination intensity limit, 0.1W/cm 2 : ambient sunlight intensity). Green line denote the sensitivity curve for an OFM implementation with quantum dots in place of the holes (intensity ~ 100W/cm 2 ). This implementation is expected to perform well at high resolution. The sensitivity curves for the holes are derived through analysis in two different size regimes.
well distinguishable morphological features that were time-consuming and difficult to obtain by direct human observation.
The utility of the OFM systems for C. elegans research extends beyond phenotypic characterization. For example, the system could be modified to include real-time phenotype sorting, and it is possible to build a closed-loop lab-on-a-chip system that can incubate and perform automated imaging of a single nematode for life-cycle studies (e.g. a few days). Also, the automated nature and accuracy of the OFM method implies we can use it to measure relatively subtle phenotypic variation within a population of one phenotype. Quantitative analysis of phenotypic variance is likely to be insightful in studying the effects of environment stress, nutrition and drugs on growth, reproduction, and life span of C. elegans.
In addition to nematode related research, the OFM can also be used to image any micro-organisms or biological cells that can be suspended in a liquid medium. Potential applications include blood fraction analysis [20] , urine screening for infection [21, 22] , stem cells screening and sorting [23, 24] , and tumor cell counting [25, 26] . Additional functionalities can be built into the OFM systems. For example, the capability to perform fluorescence imaging [15, 27] or Raman imaging [28] can be added In fact, the on-chip nature of the OFM easily enables multispectral analysis. A series of OFM device, each selective for a given wavelength band, can be built along a single microfluidic channel. The simplicity and compact nature of OFM systems, and the fact that they can be created with existing fabrication technology will translate to their swift adaptation as an important lab-on-a-chip component.
SUPPLEMENTARY MATERIALS

Chip fabrication and alignment:
The nanohole array is defined in non-transmissive metal foil, i.e. gold or aluminum. In the fabrication of nano array in gold, holes are directly made by focused ion beam (FIB) on a 80nm thick gold film, which is deposited on ultra-clean quartz wafer with chromium as the adhesion layer material; in the fabrication of nano array in aluminum, we deposit a 90-nanometer layer of Al on clean quartz wafer followed by spinning a 200nm layer of PMMA on top of it. Next, the nanohole array is patterned on PMMA by using high resolution electron beam writer, and later transferred into aluminum by using dry ion beam etching. In the prototype used in this demonstration experiments, the diameter of the nanohole is all about 600nm. The single-layer PDMS microfluidic chip is produced by standard replica molding. In light of the present application purpose, the channel cross section is about 30µm wide and 20µm tall. The alignment of the fluidic layer and the metallic layer is accomplished by using an inverted microscope or a Karl Suss mask aligner. Afterwards, the alignment can be verified by using an upright microscope.
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